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Brilliance71 Metal Works

DENALI

DESCRIPTION
The Denali Directional Light works with MR16 lamps or Chameleon MR16 lamps for RGBW applications. It features 

the Brilliance Metal Works signature adjustment system, which allows for 22 points of articulation of the knuckle in 10 

degree increments. For loose soil applications, pair the Denali with the Impaler accessory.

MR16 Directional Light

DENALI DIRECTIONAL LIGHT 

Use Uplighting, Grazing, Backlighting, and Wall Washing (When Used with 120° Lamps Only)

Finish Brass, Copper, or Brass w/ Black Cerakote®

Includes ABS Mounting Stake, Lighting Shrink Professional Crimp and Heat Shrink Cable Connector, 
Honeycomb Louver

Warranty Lifetime Warranty on National Parks Series Fixtures

Order With 

Lamp

Order Without 

Lamp

MR16, 4W, 2700K, 30° DENALI-BK

DENALI-BR

DENALI-CU

DENALI-WB

Fits Chameleon MR16,
MR16

DENALI-BK-NL

DENALI-BR-NL

DENALI-CU-NL

DENALI-WB-NL

Copper (CU)Brass (BR) Brass + Black 

Cerakote® (BK)

Weathered 

Brass (WB)


