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84Brilliance Metal Works

DESCRIPTION
The Mount Rainier Bollard features two cutout options with an integrated Frosted Mini Beam; one window or three 

windows. This bollard light is a perfect way to add soft light to your pathways and walkways. Dimmable with Brilliance 

Dimmer and most magnetic transformers. Order with stainless-steel Impaler or ABS mounting stake. Light source ETL 

Certifi ed for UL 1838 and CSA C22.2 Standards.

MOUNT RAINIER
INTEGRATED BOLLARD

Black Powder 
Coated Aluminum

Impaler

MOUNT RAINIER INTEGRATED BOLLARD

Use Path, Area, and Garden Accent Lighting

Finish Black Powder Coated Aluminum

Includes Lighting Shrink Professional Crimp, Heat Shrink Cable Connector, and 30 in. Lead

Warranty 10 Year Warranty on Aluminum Fixtures 

Integrated 

Lamp 

w/ Impaler

Integrated 

Lamp 

w/ ABS Stake

Frosted Mini Beam - 6W, 3000K, 120°, 400 Lumens, CRI 80, IP65, 8-15VAC, 5 yr warranty, 
                                    9.23VA, 30,000 hours

One Window RAINIER-1-IMP

Three Window RAINIER-3-IMP

Frosted Mini Beam - 6W, 3000K, 120°, 400 Lumens, CRI 80, IP65, 8-15VAC, 5 yr warranty, 
                                    9.23VA, 30,000 hours

One Window RAINIER-1-STK

Three Window RAINIER-3-STK

One Window Three Window

ABS Stake
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