
UNDER REVIEW FOR WILDLIFE LIGHTING CERTIFICATION PROGRAM

The Wildlife Lighting Certification Program has been suspended since 2020 

due to COVID-19 and remains closed at the time of this publication. This item 

has been submitted to be reviewed when the program resumes. 
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ADJUSTABLE AQUABEAM
DESCRIPTION
The Adjustable AquaBeam has been redesigned to use drop-in MR16 lamps in extremely wet or underwater 

applications. This new construction allows you to specify the wattage, beam spread, and color for your lighting 

design and is field serviceable. The Adjustable AquaBeam is precision machined from C464 Naval Brass and offers 

vertical and horizontal adjustment. It works best with premium Brilliance MR16 4W or 5W lamps. Dimmable with 

Brilliance Dimmer and most magnetic transformers.

ADJUSTABLE AQUABEAM

Use Fully Submersible, Ideal for Salt Water Applications

Finish C464 Naval Brass

Includes 25 ft Lead, Stainless Steel Bracket (marine grade)

IP 68

Order With Lamp

MR16 5W

Amber, 30° ADJ-AQUABEAM-5-AMBER-30

MR16 4W

Amber, 30° ADJ-AQUABEAM-4-AMBER-30
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THE WRITTEN PERMISSION OF 
<BRILLIANCE LED > IS PROHIBITED.
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*Note: Corrosive chemicals in the water of ponds and fountains as well as natural hard water and salt water could affect the appearance of the coating, but will not 

impact functionality of the product. For this reason, Brilliance LED makes no warranty or guarantee for change in appearance when this product is used in water, as  

it is designed to be used. (NOT for use in swimming pools, spas, or any contained water basin in contact with people per NEC Article 682.)


