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Weathered Brass (WB)

Brilliance81 Metal Works

GUADALUPE
Wall Light

DESCRIPTION
The Guadalupe is an integrated lamp and fi xture that casts light from wall-mount applications in outdoor living areas. 

We recommend using Lighting Shrink connections for the Guadalupe. Dimmable with Brilliance dimmer and most 

magnetic transformers. ETL Certifi ed for UL 1838 and CSA C22.2 Standards. Patent Pending.

GUADALUPE WALL LIGHT

Use Walls, Fence Posts, Around Pools, and Other Outdoor Living Areas 

Finish Brass, White, or Black Brass

Includes 12 ft. Lead, 2 #8 Mounting Screws for Wood or Sheet Metal, Mounting Template

Warranty 5 Year Warranty on Guadalupe Fixtures

Integrated 

Lamp

2700K, 3.8W, 200 Lumens, 90°, CRI 90, IP65, 8-15VAC, 5 year warranty, 6.03VA, 35,000 hrs

Brass
Black Brass

White
Weathered Brass

GUADALUPE-2700-BR

GUADALUPE-2700-BK

GUADALUPE-2700-WH

GUADALUPE-2700-WB

3000K, 3.8W, 210 Lumens, 90°, CRI 90, IP65, 8-15VAC, 5 year warranty, 6.03VA, 35,000 hrs

Brass
Black Brass

White
Weathered Brass

GUADALUPE-3000-BR

GUADALUPE-3000-BK

GUADALUPE-3000-WH

GUADALUPE-3000-WB


